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8 Spindle High Speed 
BRAIDERS 


The 8 Spindle Stand Model High Speed Braiding Machines are 
offered for the production of log lines, sash cords, clothes lines, 
etc., up to diameter. Where cores are used, the INTER- 
MEDIATE 8 SPINDLE MACHINE will handle diameters up to 
9/16" and the LARGE 8 SPINDLE MACHINE diameters upto f". 

Both Braiders are alike in principle, but the Intermediate 8 Spindle 
Machine is slightly smaller and a little faster than the Large 8 
Spindle Model, which has larger capacity bobbins. 

Both Models have large capacity bobbins, 
which are easily replaced, and the yarn can 
be quickly threaded into position. 

Each carrier is provided with a device actua- 
ting the stop motion, which is practically 
instantaneous. The Machines stop if a 
thread breaks or a bobbin runs empty, and 
the broken thread is tightly held in the thread 
holding device, thus preventing faulty work. 

Three types of Take-away are offered : — 
Type k A’ — Receiving Attachments. 

Type ‘B’ — Separate Receiving Stand, with 
two Drums. 

Type ‘C*— Roller Take-away. 

Attachment with lifting control can be supplied 
to accommodate a drum for feeding a core, 
either at the front or the rear of the machine. 

Operating at high speeds, these Machines effect great economy in 
labour costs. Satisfactory reports from many users confirm our 
confidence in these Models, which we regard as outstanding 
Machines in our varied range. 


Carrier Capacity : 


Automatic Stop 
Motion : 


Take-away 
Arrangements : 


Feeding 
Arrangement : 




The above illustration shows a side 
view of the Inter ‘8’ Machine fitted 
with Type k C’ Roller Take-away. 


Illustration on right shows TYPE ‘A’ 
Take-away with automatic adjustable 
traverse (Guards removed) 



TYPE ‘A’ 






E ‘C’ 

Roller Take-away 
(Guards removed) 



YPE \B’ 

Receiving Stand with 
fixed traverse 
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8 Spindle High Speed Braiding Machines, Stand Models, Bobbins 
or cheeses mav be used 
Braids 1/1 



Intermediate 8 

Large 8 

Carrier speed : 

90 r.p.m. 

360 picks or plaits 
per minute 

85 r.p.m. 

340 picks or plaits 
per minute 

Production accord- 
ing to length of lay: 

115 yards per hour 
with |" lay 

105 yards per hour 
with lay 

Size of Bobbins : 

Inner 4|" overall 
4" traverse 
W flange 

Outer 1\" overall 
6\" traverse 
6" flange 

Inner 5|" overall 
4 |" traverse 
3|" flange 

Outer 9f" overall 
8g" traverse 
7-f" flange 

Capstan : 

15f" diameter 

15f" diameter 

Speed of 
Driving Pulley : 

270 r.p.m. 

255 r.p.m. 

Size of 

Driving Pulley : 

10" diameter x 2\” 

10" diameter x 2 

Maximum power 
required : 

2 h.p. 

2 h.p. 

Space occupied 
with Roller 
Take-away : 

5' 0" wide 

3' 9" front to back 

5' 3" high 

5' 6" wide 

4' 0" front to back 

6' 0" high 


The Braiders are fully guarded. 

Accessories with each machine include a set of 6 dies for varying diameter 
cords, 2 sets of bobbins, 8 change wheels for varying the speed of take- 
away. 



TYPE ‘A’ 



Take-Off Attachments 

TYPE ‘A’ with Receiving arrangement is attached to the Machine 

automatic adjustable and incorporates an automatic traverse mechanism 
traverse : which lays the work on the drum in regular coils. 

The traverse is adjustable for varying widths and 
speeds. Accommodation provides for a drum up 
to 30" diameter x 18" traverse (longer traverse if 
desired). The improved lever control is a feature 
of the attachment and makes easy work of handling 
heavy drums. 


TYPE k B’ with This receiving stand and drum is placed at the 

fixed traverse : rear of the Machine and is complete with slipping 

clutch and self-acting screw traverse, chain driven 
from the Braider. 


TYPE ‘C’ Roller This attachment consists of a series of knurled 

Take-away : rollers geared to the haul-off wheel, delivering 

the work into a bin. A range of rollers is supplied 
for varying diameters of cord. 


Approximate weights and sizes of cases for 
Shipment 


Intermediate 8 Machine 


With 
Type 
‘ A ’ 

Case No. 1 

Net 4 cwts. 0 qrs. 
Gross 5 cwts. 2 qrs. 
3' 4" x 3' 4" x 2' 6" 

Take- 

away 

Case No. 2 

Net 6 cwts. 0 qrs. 
Gross 7 cwts. 3 qrs. 
6' 4" x 2' 9" x 2' 4" 

With 
Type 
‘ B’ 

Case No. 1 

Net 4 cwts. 0 qrs. 
Gross 5 cwts. 2 qrs. 
3' 4" x 3/ 4" x 2' 6" 

Take- 

away 

Case No. 2 

Net 5 cwts. 3 qrs. 
Gross 8 cwts. 2 qrs. 
6' 4" x 2' 9" x 2' 4" 

With 

Type 

‘C’ 

Case No. 1 

Net 4 cwts. 0 qrs. 
Gross 5 cwts. 2 qrs. 
3' 4" x 3' 4" x 2' 6" 

Roller 

Take- 

away 

Case No. 2 

Net 4 cwts. 2 qrs. 
Gross 6 cwts. 1 qr. 
5'3"x2'9"x2'0" 


Large 8 Machine 

Case No. 1 Net 5 cwts. 0 qrs. 

Gross 7 cwts. 2 qrs. 
3'10"x3'10"x2'8" 
Case No. 2 Net 7 cwts. 0 qrs. 

Gross 9 cwts. 0 qrs. 
6'9"x2' H"x2'2" 

Case No. 1 Net 5 cwts. 0 qrs. 

Gross 7 cwts 2 qrs. 
3' 1 0" x 3 ' 10"x2'8" 
Case No. 2 Net 6 cwts. 2 qrs. 

Gross 9 cwts. 2 qrs. 
6' 9" x 2' H"x2'2" 
Case No. 1 Net 5 cwts. 0 qrs. 

Gross 7 cwts. 2 qrs. 
3' 10" x 3' 10" x 2' 8" 
Case No. 2 Net 5 cwts. 2 qrs. 

Gross 7 cwts. 2 qrs. 
5' 9" x 2' 11" x r 10" 



